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WOOD BAFFLE  

CEILING 

 



 

 

 

 

 

 

                                                                                                                                               
SOUND DIFFUSION     HUMIDITY RESISTANCE     EASY TO CLEAN     COLOUR OPTION         RECYCLABLE           FIRE RESISTANCE      

                                                                                                                                                                                   

 

Finish Melamine, PU Polish  

Material  High Density Board, Solid Wood 

Size 50x15 mm,100x15 mm,150x15mm, 200x15 mm 
50x25 mm, 100x25 mm,150x25 mm, 200x25 mm 
50x30 mm, 100x30 mm, 150x30mm,200x30 mm 
* Other Custom size available 

Length  Customized up to 2440 mm 

Humidity Resistance RH 99% 

Fire Retardant Class I, BS 476-part 7 

Density  ≥800 kg/m3 

 

* Please contact to CREDENCE sales representative for RAL standard colour  

 

                    BENEFITS 

➢ Highly Aesthetic & Decorative 

➢ Humidity & fire resistant 

➢ Stable & easy installation 

           AREA OF APPLICATION 

➢ Office Area, Shopping Mall, Multiplex 

➢ Airport Terminals, Hotels 

➢ Waiting areas, Exhibition Centers 

➢ Educational hubs, Residential 



 

                                                                                                                 

     white/black/cherry/ red oak  *FOR RAL SHADES MOQ IS 500 SQM 

 

. 

WADGE BAFFLE CEILING CAN BE EASILY INSTALLED AS PER BELOW MENTIONED COMPONENTS & PROCESS  

 

                                                             

                       SPIRAL   ANCHOR                                                                                  U BRACKET CLIP                                                                                                AIRCRAFT CABLE         

 

  

 

WADGE BAFFLE CAN BE INSTALLED WITH THE HELP OF   

1. SPIRAL  ANCHOR - Spiral anchor can be twisted clockwise into the panel edges & hung with the help of air craft cable, height of the  baffle can be adjusted 

with the help of adjuster wire crimps. 

2. U BRACKET CLIP –  baffle can be suspended with the help of U baffle clip by screwing the bracket clip on the edges of the baffle panel & tightening with the nut & 

bolt. It can be suspended with the help of air craft cable; height of the  baffle can be adjusted with the help of adjuster wire crimps         

 

 





 Suitable for every place where you required ambience, design & creativity.  



                                                                                                          
                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                

 

THE MAINTENANCE INSTRUCTION & RECOMMENDATIONS TO REMOVE DUST, PEN MARKS, STAINS ARE AS FOLLOWS – 

✓ Use smooth brush or vacuum cleaner for any type of dust or dirt particles. Ensure to clean in one direction 

only. 

 

 



✓ Use fresh good quality cleaner for removing pen marks or smudges. Ensure to clean in one direction only. 

✓ Use volatile solvent based cleaner for oil based stains. Ensure to clean in one direction only. 

 

 

✓ 5 YEARS WARRANTY FOR CREDENCE WADGE BAFFLE 

 

 

 

Call us: +91-120-5105463 
                   +91-99900 49959 

Email: info@credenceindustries.com , sales@credenceindustries.com               
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